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Product Description 

Super Premium 15W40 is a premium multigrade heavy duty engine oil recommended for engines fueled by 
diesel, gasoline, propane, or compressed natural gas (CNG), operating on highway or off-highway in 
transportation, mining, forestry, construction, farm and marine applications. 
Super Premium 15W40 has advanced soot controlling performance and thermal stability required by low 
emission engine designs up to the 2007 model year, with features such as advanced combustion chamber 
design, sophisticated fuel injection management, cooled exhaust gas recirculation and exhaust gas after 
treatment. 
Super Premium 15W-40 is formulated with quality base oil obtained as a result of a patented HT purity process 
to produce 99.9% pure base oils. That purity helps maximize the effectiveness of the oil’s soot controlling 
chemistry and high performance additive system.  

 
Features and Potential Benefits 

 Advanced soot control. Helps prevent soot agglomeration, which: Minimizes soot related engine wear, 

Minimizes soot related viscosity increase, resulting in better maintenance of fuel economy and cold 

temperature performance and protection, Helps reduce filter plugging and better oil flow. 

 Highly shear stable, it maintains viscosity grade and retains new oil properties during extended drain 

intervals. Excellent resistance to viscosity loss and stable oil pressure. 

 Easier, faster cold weather start-ups and pump ability for superior protection in all weather conditions. 

Excellent low temperature flow properties. Less wear on start-up. 

S.No. CHARACTERISTICS ASTM Test 
Method 

15W40 
API: CI-4/SL, CD/SF 
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Flash Point, °C / °F 
Kinematic Viscosity cSt @ 40°C / SUS @ 100° 
Kinematic Viscosity cSt @ 100°C / SUS @ 210° 
Viscosity Index 
High Temp/High Shear Viscosity cP @ 150° 
Cold Cranking Viscosity, cP @ °C/°F 
Borderline Pumping Viscosity cP @ °C/°F 
Sulphated Ash, % wt 
Density  
Total Base No. (TBN), mg KOH/g 

D92 
D445 
D445 

D2270 
D4683 
D5293 
D4684 
D874 

 
D2896 

23 / 400 
106 

14.5 / 77.9  
141 
4.4 

5200 @ -20  / -4 
15350 @ -25 / -13 

1.2 
7.27 lb/gal @ 60°F/15.6°C 

10 
  

Safety and Handling: 

Based on available information, this product is not expected to produce adverse effects on health when used for 

the intended application and the recommendations provided in the Material Safety Data Sheet (MSDS) are 

followed. MSDS's are available upon request. This product should not be used for purposes other than its 

intended use. If disposing of used product, take care to protect the environment. 


